NX series
The true Black LED display

Key benefits:

s, the industry’s

) ) tionary Black LED, the NX
- Phenomenal black levels o

» Contrast ratio of 4000:1 for NX-4 and
4200:1 for NX-6

= Brightness output of 2000 Nit

= Seamless & lightweight

= 16-bit color & grayscales

= Consistent uniformity over time

= (reatlvity options

= Serviceable without tools

» Cross-rentable today and tomorrow

- Easy & fast set up
= High reliability

Tel: +33 1 55 22 60 60

Fax: +33 1 48 6% 13 51
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The elegant contradiction - black and bright

Current New Barco
technaology black LED
Elack nky Black package  Black
Sificon resin

seamless and lightweight
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Consistent uniformity over time

-

Brilliant colors, breathtaking grayscales
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Native HD — by design

Earh MY tile consils of nine madules, pls a

e canitral unif, w -

L berace 4
} S0drmim high {176 x 19.8 ndhes)

Far NE-4, each tiE's aspect mlio is 88 Place

yaur et b :
1020 — the native HO resalutic

Get creative

The MK series also employs the same small
modular concept as Baro's renowned Olite

meative designs 4nd when used in conjunc
tian with Barco's Direclor Toplset, you can
build display s of any shaps or form — limited
only by your irmaginatian

HD format

TR (0 e ]

T . {0 ]

HD 1920 x 1080

Creative freedom

ﬂ Link

Maxim
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Remove the tools, improve the serviceability

With the MY s=enes; Bamo desgrers hawe
given you less 1o wark wilh! That i na toals
of @ables ane required o set up and seoune a
M LED weal| or take it apar tor service. And
because the Mag-frame & ewsentially an open
structume, there's easy ac ery madule
the cantrol wnit and | aards. The
cantral unit zven be cpenad while the tile
is fully of ral For added serviceshility
il @y shader & damaged, they ame easily
remaved and replaced

The inlertile loc
=d ta

gystem has ako been
at s=tup, with simplified
elecliml  conmechions,  accurabe - “dick”
prelads, rabust hariz cntal and vertical ladking
methanisms — and [once agan), na cables ar
todls required

We giva yau less - ta yaur distined advantage!

Coalrd Wl [0 e gpenan Wile e Wels
operational. The same ronlral URi & dsed o
DONT M-S o A4,

Case of safup using ook pra-ladks
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DX-700 processor - purpose-built for the NX series

Barca's mew [H-TOD 5 3 muoltiFwindow
processor designed as a wversatile, advanoed
digitzer for all ourrent Bamco LED products
and all next generation platforms such as
the MK series. With V1 putput madules
designed specifically tar the curent products
{=uch as OLie 612 and KXP), and newe "HNF
putpul madules designed specifically for NE
tikes, the DX-7 00 providas the power of 16
bit processing, modularity and mult-bank
cantrol

The DE-700 iz futher enhanoed with
"universal” input modutes that enable you to
capnect [V1 (RGE ar YCbOr), DuakOV (R
Companent Analog (PGB or YPbPr), SO .-Ell
HO-501, and Oual HO-500 Formiats,

You can ako configure 8 single [X-700
with multiple input and output modules, in
a wvariely ol oealive configurations ar link
multiple DX 00's together for larger, mare
carmplex sefups

Additional DX-7 00 features include:

* 15-bit processing

* 10-kit oolor. depth, in either 444 o
4:2:2 input farrmal

Motiar-adaptive de-interlacing

[y cantrast enhancement on amy
input source

Input adjustments, induding saturation,
balance and shampness

Searmless fransilions between nputs

video eMeds, including freeze
*1r't-- and linear color ranslarmatians
Comprehensive “wizards” for input and
output setup

* Presets stomge ard recll

anid somuch mare Witk D6-700 in youwr sys

temn, nal anly will 3

’ . the full specirum of color and de )
Fiberlink NNI fegocy Barco tiles will appsar mare brilliant

than ever before.

The Fiberfirk MMl is- & newly desioned Multi
Mipde fiber pptic systemn, enabing the user
ta extend the distance between the D0-700
W1 autput card and an MK series display -
as well as the between two M displays. The
maximum distances of 300m can be bridged
using the Aberlink NMI system

Both the TK (Transmitter) and BX (Receiver)
are 145 rated, and have also been specially
designed fo wock under high temperatures
{up to 50°C # 122°F)

All cables {including the fiber cable) are field
replaceshia

bO}( Tel: +33 1 55 22 60 60
22 Fax: +33 148 69 13 51
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Director Toolset

Advanced installation and control software

Baroa's Director Teolsel is an integrated safiweare package which pravi-
das an intuitive, graphical interlace for fast installation, system calbra-
tion, layout cordiguration and display conbrol

As a modular application, the Director Toolset is now easier and faster
to update and rmanage-in the field. Key features include:

Configuration modoke

* [mproved managemeant systemn {oopy, defete, sawe elc)

= [omplete projeds an be created of-line

= Easy to switch between different setups fonfiguratians}

* Clear conneclivity averview

" * fGroup presets, anabling you to recall presets on different displays
rh?g lEli simuttanecushy

* Dired aceess to all devices (LED, Digitzer Rber, ARC)

* Exchange presets between D0 00D and DTS

* Store and recall projects from DE-T00

Tile position module

New [I:ﬂ"ghl'ilh'lﬂ midik

= Selectable pesitioning methad {auto ar manual)

= Improved manual/ creative pasitioning method

= Ability 1o configure oeative wall configurations

= Ability to split displays inbo segments (e.g. lang tickertapes, multiple
walls driven by a single processar)

Opemations module

* Easy copy al setting (viewpart & window)

= Selectable colorwindaw and pichure insartion

= Easy setup/recall of presets via preview/ive window

= Unda/ redo fundion

* Mew integrated stade manager, emabling you to easily manage Sacked
carfiguraticns

i

Maonitafing module

TS

= Semi autamatic bug reportng too
= Configuration report generation

X moedule

* [reative design module for MX modules, MITRE, MISTREIP and OLike
madules

i Basic madule {new)

Mew basic modilie

= An easy setup wizard which enables users to set up LED displays, align
input sources and create presets with sase

General featuwres

= Configuration report genaration
» Aularmatic saftware/firrmware downldads fundionaliy (new)

- Automatically scans and dowenloads the Iatest saftware and firmmare
fram & secured web server

- Himinates the need b access the Partner Zone in order to have the
labest code

Yo box Tel: +33 1 55 22 60 60
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Specifications

Piocel pitch

Dimensions

M4

Erighitness™

LED conflguration

Piel density

Viewing angle®

Conbsast rathy

Powes consumption

WY TR 130 ma

Wielght / tile

Modale

ProCessing

Cobors

Refesh rate

Operating tempasature

Storage temperature

Operating homidity
Storage humiddity

Source compatibiiy

RGE, OV1 (Singke and Bual Lmk, up ko 2048x1536)

Certiflcation

Order rumber

P e ar]

www,iedbox.fr
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